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POWER PUMPER ASSEMBLY
INSTRUCTIONS

Power Pumper units require some assembly as shown in these instructions.
Online Instructions may include "important updates" not shown elsewhere.

PRODUCT SUPPORT ASSISTANCE

Make child safety your first priority.
Prior to assembly, small parts may be hazardous to children under three years

of age.
After assembly, please complete the Final Safety Inspection and read the

Safety Warning.

CLICK HERE: Directions if you need to assemble the axle, wheels, or brake.

ASSEMBLY PARTS ASSEMBLY TOOLS

    1  Power Pumper body
        (with axle, wheels, and
        brake assembled)
    1  3/8" pivot pin
    1  3/8" cap nut (snap cap)
        steering guide strap
    6  1" x #12 screws

    1  Power Pumper arm
    1  (includes bicycle chain
        and return spring)
    1  1/4" x 1" bolt
    1  1/4" nut
    1  chain guard
    1  decal sheet

 

   Phillips Screwdriver 
   Crescent or Socket Wrench
   Hammer or Mallet
 
 

  1. Stand Power Pumper body
upright on back end.  Take
pumper arm and turn steering
handle right angle to foot
pedals, this will  allow handle
and arm to slide through pivot
slot. IMPORTANT: The
angled notch at the center of
the pumper arm must be
facing towards front of body.

  2.  Push the
lower handle
downward and
through the slot
as shown, then
with an upward
rotating motion
and firm push,
slide the upper
handle through
slot.
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  3. Push pumper arm through
pivot slot until pivot pin hole at
center of the pumper arm aligns
with pivot pin holes on vehicle's
body.

  4. After
aligning
pivot 
holes take
pivot pin
and push it
completely
through
body and
arm. Tap
pin with
hammer or
mallet if
necessary.

  Push snap
cap on
opposite
end of pivot
pin; gently
tap it into
place with a
hammer or
mallet.

  5. IMPORTANT STEP - ( attaching TIE RODS to STEERING ROD )
After inserting the pumper arm through body, turn the hand grips back in line (parallel) with
foot pedals.  Be certain turning hand grips ALSOpositions the bend in the metal steering rod
(rod comes out the bottom of pumper arm) so it curves both outward and away from the
vehicle body (shown above in step 3, and in next steps 6 and 7.)

  6.  Place steering guide
strap over steering rod and
slide into alignment with
screw holes.

Insert 1"x #12 screws into
two receiving holes and
tighten.

IMPORTANT ONLINE
UPDATE!!

Face Tee towards front,
(rotate 180 degrees,
opposite the direction,

  7.  Pull the tie
rod ends from
front tires to
center and place
one tie rod on
each side of
steering rod.

Insert 1/4" x 1"
bolt through all
three holes.

Tighten lock nut
onto bolt with
crescent wrench

 Do not over tighten,
as tie rods must rotate
when steering vehicle.
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show in the photographs
in #6 & #7.)  This will
create better steering.
 

crescent wrench
or socket wrench.

  8. Slide chain over
coming from pumper arm
through slot in body
towards rear axle.

Thread end of chain over
rear axle, going over and
around gear sprocket.

Next, attach hook at end of
spring through the end of
the chain as shown in
photo.

  9. Place chain
guard (open notch
forward) over gear
sprocket.

Insert 1"x #12
screws into four
receiving holes and
tighten.

  10. Place decals on body; license plate and tail lights on rear,gauges in-between seat and
pumper arm, flames along right and left side in front of pumper arm.

  11. Check and tighten any screw or caps on the wheels, axle mounting, brake handle, tie rod
and steering assembly, to be certain they are safe and secure.

SAFETY INSPECTION

Assure all wheels are securely attached.
Check steering linkage for function and safety.

Check brake handle application for braking.
Check that all screws and caps are secure.

Dispose of plastic bags, any small parts, and
box.

Use for ages 5 to 11 
Read Safety Warning

 

SAFETY WARNING
Complete the Safety Inspection before use.

Adult assembly required as shown in instructions.
Parent must supervise child while this ride-on toy is in use.

\This toy should not be used on or near hills, roadways, slloped driveways,alleys, steps, 
on or near swimming pools or similar dangerous water areas.

Do not stand up while riding toy.
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Shoes must be worn.
Only one rider at a time on, or next to toy - this prevents injuries.

Ages 5 to 11.
A helmet is always recommended for any ride-on toy (it may be required by local law.)

Prior to assembly, small parts may be hazardous to children under three years of age.
Safely dispose of all packing materials away from children.
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